
Product information
W.E.T.pool

Ultrafiltration plant for the circulation  
treatment of swimming pools

W.E.T.pool

Clean, germ-free water through state-of-the-art ultrafiltration.
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This is how safe and professional water treatment  
works in the smallest space

Product information W.E.T.pool

W.E.T.pool
The water treatment on the 
latest state of the art

Designed for reduced planning effort, shortened  
construction times and highest operational safety, W.E.T.pool 
meets all the requirements of a modern and safe pool water treat-
ment. W.E.T.pool is engineered to ensure reliable operation at all 
times and to deliver hygienically perfect water.

CLEAN, GERM-FREE WATER THANKS TO THE  
MOST MODERN MEMBRANE TECHNOLOGY

For the calculation of the treatment volume flow 
with ultrafiltration, DIN 19643 provides a loading 
factor of k = 1.0. The excellent quality of the treat-
ment enables the circulation capacity to be halved 
compared to conventional filtration processes. 
 
Ultrafiltration membranes with filter pores smaller 
than 0.02 μm retain not only particles, but also 
bacteria and viruses. Result: germ-free water! For 
orientation: a human hair has a diameter of approx. 
50 μm, this is more than 2,500 times.
 
The removal of combined chlorine can be achieved 
by a UV system, addition of powdered activated 
carbon, or an activated carbon filter with partial 
flow before ultrafiltration. 

W.E.T.pool – THE TREATMENT PLANT FOR 
HIGHEST DEMANDS ON WATER QUALITY

The W.E.T. ultrafiltration operates fully automatical-
ly with low consumption of water, electricity and 
chemicals. As the system is generally set up in three 
lines, germ-free water from two lines in operation is 
used for rinsing the third line of modules. This me-
ans that only small amounts of water are required 
for backwash several times a day. Neither a separate 
storage tank nor a backwash pump are required for 
for rinsing water. 

A frequency-controlled circulation pump ensures 
constant filter performance and also serves as a 
flushing pump for the prefilter and ultrafiltration. 
In addition to water flushing of the membranes, 
chemical flushing at regular intervals ensures best 
performance of the system.



This series incorporates the know-how 
of more than 20 years of experience  

BASIC EQUIPMENT:  

•	 Automatic prefiltration

•	 Ultrafiltration membranes

•	 Plant-specific dosing technology

•	 Automated and monitored valves

•	 Measuring devices for flow and pressure

•	 Switch and control technology, modularly  
expandable incl. programmable logic controller

•	 Data archiving

•	 7-inch touch panel with visualization software 

AVAILABLE AS AN OPTION: 

•	 Remote monitoring

•	 Software interfaces to higher-level  
control systems

•	 Waste water switchover

•	 Circulation pump, frequency controlled

•	 Compact and flexible construction  
fits into any space

•	 Low overall height, transport through 
door with 0.8 m width

•	 Modern membrane technology with ultrafiltration

•	 Germ-free water, no filter contamination

•	 No rinse water tank required

•	 No rinse water pump required

•	 Fully automatic operation 

•	 Long membrane lifetime

•	 With k-value 1.0 (DIN 19643) half the volume flow  
for most pool types 

•	 Modular, compact design makes it perfect for  
conversion or renovation

•	 Low operating costs

•	 Small sewer connections

•	 Circulation capacity from 32 - 421 m³/h  
for all pool types

•	 Best water quality also for highly loaded  
pools such as whirlpools or therapy pools

Your benefits at a glance
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Technical data

We will gladly advise you!

Larger throughputs, 
multi-line configuration or 

individual setups on request.

The equipment is designed for continuous  
operation, durability and high maintainability.  
Hydraulic connections and control  
communications can be project specific. 

Information at: 
www.wet-gmbh.com

W.E.T.pool 3-3-32 4-4-43 3-6-65 3-9-97 3-12-130 3-15-162 3-18-194

Capacity 
max., at flux 180 l/m²h m3/h 32 43 65 97 130 162 194

Total membrane area m2 180 240 360 540 720 900 1080

Number UF membranes 60 m2 3 4 6 9 12 15 18

Number prefilters 2 2 4 6 6 8 10

W.E.T.pool 3-21-227 3-24-259 3-27-292 3-30-324 3-33-356 3-36-389 3-39-421

Capacity 
max., at flux 180 l/m²h m3/h 227 259 292 324 356 389 421

Total membrane area m2 1.260 1.440 1.620 1.800 1.980 2.160 2.340

Number UF membranes 60 m2 21 24 27 30 33 36 39

Number prefilters 12 12 14 16 18 18 21
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W.E.T.pool.compact
The ALL Inclusive  
ultrafiltration plant

Product information W.E.T.pool.compact

Quality in its most compact form! This perfectly designed,  
standardized ultrafiltration plant incl. control system makes it 
possible to save money, time and valuable resources. As its name 
suggests, this system is also enormously compact and is deli-
vered pre-assembled and ready for connection. Therefore, the 
W.E.T.pool.compact is the perfect choice for all those who want 
to rely on the highest quality even in the smallest space.

Technical data W.E.T.pool.compact

ULTRAFILTRATION:

Circulation capacity 32 m3/h

Membrane surface 180 m2

Flow rate  
for flushing 18 m3/h

Water volume 
per rinse 0,5 m3

Water volume 
per chemical rinse 1,1 m3

DIMENSIONS:

Height, approx. 1.900 mm

Length, approx. 2.500 mm

Width, approx. 800 mm

SCOPE OF DELIVERY:  

•	 Pre-filters, constructed as two lines

•	 3 ultrafiltration membranes 60 m2

•	 Differential pressure and flow measurement

•	 Pneumatically actuated valves

•	 Control cabinet with PLC and touch display

•	 Two part frame, made of galvanized steel

•	 PVC piping

•	 Fully automatic dosing devices for  
chemical cleaning and flocculation 

BEST SUITED FOR ALL 
TYPES OF INDOOR AND  
OUTDOOR POOLS: 

•	 Whirlpools

•	 Therapy pools

•	 Exercise pools

•	 Paddling pools

•	 School pools

•	 Hotel pools

•	 Private swimming pools



•	 Low space requirement

•	 Fast construction, delivery and assembly times

•	 Detailed planning documents due to standardization

•	 Shortened commissioning time due to proven and factory-programmed 
control technology

•	 Ready-to-connect system, hosed and wired – inside the frame

 

 
Advantages of the W.E.T.pool.compact

Product information W.E.T.pool.compact

W.E.T.pool.compact
Die ALL Inclusive  
Ultrafiltrationsanlage

CONNECTIONS:

Raw water DN 80

Filtrate DN 80

Waste water DN 80

Unsere 

geringeren 

W.E.T.pool compact

Innovative Water Treatment Systems
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SIZE COMPARISON: 

Conventional plant W.E.T.pool.compact


